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REMS Pull L / M Dry and wet extractor

Description Art.-No.
Paper fi lter bag (pack of 5) , cellulose, 2-ply, for wet 
extraction, M-certifi ed, for normal dirt, fi ne dusts 185510
Felt fi lter bag (pack of 5) ,  polyester felt, 3-ply, 
tear-proof, for wet and dry extraction, M-certifi ed, 
for normal dirt, fi ne dusts, abrasive dusts, wet dirt 185511
Wet fi lter bag (pack of 5) , paper-polyester 
woven felt, tear-proof, for wet and dry extraction, 
for abrasive dusts, wet dirt, liquids 185512
Polythene bag (pack of 10) , for wet and dry extraction 
of non-health hazardous dusts, for normal dirt, 
fi ne dusts, abrasive dusts, wet dirt, liquids. 
Prevents soiling of the tank. 185513
Flat, folded fi lter paper,  cellulose, nano-coated, 
1 piece, for dry extraction, M-certifi ed 185514
Flat folded fi lter PES,  polyester, nano-coated, 
1 piece, water-resistant, non-rotting, washable 
with water. For wet and dry extraction, M-certifi ed 185515
Adapter suction hose/power tool 185527

AccessoriesAccessories

1) Observe the national regulations for the collection and disposal of health hazardous dusts.

Safety extractor of dust class L

Water extraction
PES fl at folded fi lter required for extraction of water. Use wet fi lter bag or polythene 
bag if necessary. Wet fi lter bags separate the water from the sucked up solids 
when extracting dirty water. Polythene bags simplify disposal of the dirt and 
prevent dirt from collecting in the tank.

Safety extractor of dust class M

Extraction of drilling sludge when 
wet drilling with REMS drill stands:  
REMS Pull L Set W

REMS Pull L SetREMS Pull L Set

REMS Pull M SetREMS Pull M Set

Supply format
REMS Pull Set. Electric dry and wet extractor for commercial use. For extraction 
of dusts, dirt and liquids. Ideal for dust extracting when chasing, cutting, drilling, 
core drilling and grinding. Certifi ed extractor and dust extractor for extracting health 
hazardous dusts in accordance with EN 60335-2-691). Bypass motor 230 V, 
50 – 60 Hz, 1,200 W. On/off switch and switch for automatic fi lter cleaning with 
integrated green LED. Suction power switch for continuous adjustment of the air 
rate ≤ 74 l/s. Filling level limiting with automatic switch-off. Automatic fi lter cleaning. 
Appliance socket for power tools up to 2,200 W, with electronic automatic on/off. 
Large tank capacity 35 I, fi lling volume for liquids 19 l. Mobile, 2 wheels, castor/
castor with brake. Connecting cable 7.5 m. 1 paper fi lter bag, 1 fl at folded paper 
fi lter. 2 metal suction pipes 0.5 m each, handle, suction hose 2.5 m, suction hose 
extension 2.5 m. Wet/dry surface attachment 300 mm with rollers, brush strips, 
rubber lips. Joint attachment. Suction hose/power tool adapter. Integrated holders 
for connecting cable, suction hose and accessories. In a box.
Description Version Art.-No.
Pull L Set Dust class L. Exposure limit/work 

place limit > 1 mg/m³, penetration 
level ≤ 1 %. 185500

Pull L Set W REMS Pull L Set including water-
resistant fl at pleated fi lter PES and 
water extraction device. Ideal for 
extraction of drilling sludge when 
wet drilling with REMS drill stands. 185503

Pull M Set Dust class M. Exposure limit/work 
place limit > 0.1 mg/m³, penetration 
level ≤ 0.1 %. Electronic volume fl ow 
monitor with acoustic signal. Selector 
switch for suction hose diameter. 
Stopper for the suction hose connection
nozzle. Anti-static system with elec-
trically conductive metal suction pipes, 
handle, suction hose, suction hose 
extension, suction hose connection 
nozzle. 185501

Pull M Set D REMS Pull M Set including suction 
rotor for dust extraction. Ideal for 
extracting health hazardous dusts 
when dry drilling with REMS Picus S1, 
Picus SR, Picus S3 etc. 185504

Extraction of health hazardous dusts Extraction of health hazardous dusts 
when chasing and cutting: 
REMS Pull L Set 


